
                   

  

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Technical Specifications : CPPR02K 

Technical Information : 

Order Code: 

 CPPR02K 

 Contact Block: 

 Terminals with finger protection. 

 
 

 

 
 

 
 

 

 

 

 

 

 
 EMAS ELEKTROTEKNİK MAKİNA    

SANAYİ VE TİCARET A.Ş 

 

İkitelli Organize Sanayi Bölgesi Mah.Atatürk 

Bulvarı No: 50 / A 34490 Başakşehir / İstanbul / 

TÜRKİYE 

Telefon : +90 212 549 22 52 

Faks      : +90 212 549 25 80 

Web      : www.emasas.com.tr 

 

 

General Specifications  

  Range Of Use 

 

AC15 

Empedance R 2 kΩ 

Rated Power P  Lineer 1,5W (70°C) 

Fregquency f 50Hz 

Maximum Brush Currient Im 27,40 mA 

Dielectrical Endurance   1750 Vrms 

 

Electrical Informations : 

Body: 

Plastic Body.   

 

  General Specifications  
 Operating Temparature  -15/+70°C 

Isolation Degree 10MΩ min. (500V DC) 

Resistive Element Cermet 

Termal Coefficient  %100 ppm / °C 

Climatic Category 55 

Turning Range  270° 15° 

Protection Degree IP65 

 

Standards:  

 

- IEC  60393-1 

 

In contact Blocks; 

 

   

 

                
 

 


